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Monthly Fire Extinguisher Inspections

1. Fire extinguishers shall be manually inspected when initially placed in service.

2. Fire extinguishers shall be inspected at a minimum of 30-day intervals.

Procedures. Periodic inspection of fire extinguishers shall include a check of at least the following items:

· Location in designated place.

· No obstruction to access or visibility

· Pressure gauge reading in the operable range or position.

· Fullness determined by weighing or hefting for carbon dioxide type extinguishers.

· Operating instructions on nameplates are legible and face outward.

· Safety seals and tamper indicators are not broken or missing.

· Examination for obvious physical damage, corrosion, leakage or clogged nozzles.

· Condition of tires, wheels, carriage, hose and nozzle for wheeled extinguishers.

Inspection Record Keeping.

· Personnel making manual inspections shall keep records of all fire extinguishers inspected, including those found to require corrective action

· At least monthly where manual inspections are conducted, the date the manual inspection was performed and the initials of the person performing the inspection shall be recorded.  Where manual inspections are conducted, records for manual inspections shall be kept on a tag or label attached to the fire extinguisher, on an inspection checklist maintained on file or by an electronic method.
· Records shall be kept to demonstrate at least the last 12 monthly inspections have been performed.
Corrective Action. When an inspection of any fire extinguisher reveals a deficiency in any of the conditions listed above, immediate corrective action shall be taken. Contact Minnesota Conway Fire & Safety immediately for service by calling 952/345-3473.
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